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Application to use without wire solutions at a US Ski and Snowboard or FIS race sanctioned in the USA.  The application for its use must be completed and received not less than 2 weeks before the first day of racing of the respective event. Applicant MUST be a USA Timing and Calculations certified official level 2. Event must be a non-championship event and is subject to approval. 

Using the ONLINE FORM available at https://forms.gle/DsHR5Hi6pvy7w1EG6, provide description of the wireless solution and equipment to be used.

Example: Alge Timy and Alge TED at start, Timy to record A and B start, TED to transmit A start pulse to timing cabin. Finish photocells wired directly to two Timy’s (A and B) in the timing cabin, TED receiver to A timer in the timing cabin for Start pulse. Finish B Timy only recording B finish pulse. Timing booklet diagram page 20 from version 2.61

Install exact equipment in exact position as would be for the race (start/Finish and timing cabin). If more than one location will be used (GS/SL), testing must be done from all positions with one test series from each location. 

Provide start and finish for not less than 20 racers over a 20-minute period, timing them in the same fashion as would be used for the race. Testing can be done without athletes skiing by simulating actual starts and finishes. Communication between timer and start should also be simulated to be sure that the radio can be proven to not induce interference. Any additional electronics that will be located in or around the timing cabin and start locations should also be installed and powered on during the testing.

Provide results from timing/scoring software, timing log from same software, timing tapes from all timers, and TDTR for the test. In addition to the sync check immediately after synchronization, a second sync check must be completed following the last racer and included in the comments section of the TDTR.

Provide analysis showing results from software and results from tapes (start and finish timers). Wireless solution must be proven to provide matching results as comparison from start and finish timer tapes. Differences must be shown for all racers.
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